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2x6 RIM PLATE W/ (2) 
SIMPSON SDWS TIMBER 
SCREWS 0.22 X 5 
SDWS22500DB (OR 
EQUAL) AT EACH JOIST

2x6 JOIST

SIMPSON LUS26 JOIST HANGER 
W/ (6) 10d x 1 - 1/2 FACE 
FASTENERS AND (4) 10d 1-1/2 SIDE 
FASTENERS

2x6 LEDGER W/(2) SIMPSON SDWS 
TIMBER SCREWS 0.22 x 5 SDWS22500DB 
(OR EQUAL) AT EACH STUD

2x6 RIM PLATE W/ (2) SIMPSON 
SDWS TIMBER SCREWS 0.22 X 5 
SDWS22500DB (OR EQUAL) AT 
EACH JOIST

2x6 JOIST

2x4 FRAME, TOE NAIL TO RIM 
PLATE WITH (3) 10d NAILS

SIMPSON LUS26 JOIST HANGER W/ (6) 10d x 1 - 1/2 
FACE FASTENERS AND (4) 10d 1-1/2 SIDE FASTENERS

2x6 LEDGER W/(2) SIMPSON SDWS TIMBER SCREWS 
0.22 x 5 SDWS22500DB (OR EQUAL) AT EACH STUD

S11
5
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ISSUES & REVISIONS
# DATE DESCRIPTION
1 9/1/2022 STRUCTURAL REVIEW

2 9/21/2022 MARKUPS

3 9/29/2022 MARKUPS

4 10/21/2022 MARKUPS

SCALE: 1/2" = 1'-0"
1 SECTION

SCALE: 1" = 1'-0"
2 CONNECTION AT CANOPY

SCALE: 1" = 1'-0"
3 CONNECTION AT PARAPET

SCALE: 1/2" = 1'-0"
4 SECTION

SCALE: 1" = 1'-0"
5 SECTION
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S12
3

S12
4

S12
5

S12
2

Sim

2x12 LEDGER WITH (3) SIMPSON SDWS 
TIMBER SCREWS 0.22 x 5 SDWS22500DB 
(OR EQUAL)

SIMPSON LUS210 JOIST HANGER 
W/(8) 10d x 1-1/2 FACE FASTENERS 
AND (6) 10d x 1-1/2" SIDE FASTENERS

2x12 ROOF JOIST

2x6 STUD WALL AT 16" O.C.

2x6 RIM PLATE W/ (2) SIMPSON 
SDWS TIMBER SCREWS 0.22 X 5 
SDWS22500DB (OR EQUAL) AT 
EACH JOIST

2x6 JOIST

2x4 FRAME, TOE NAIL TO RIM 
PLATE WITH (3) 10d NAILS

SIMPSON LUS26 JOIST HANGER W/ (6) 10d x 1 - 1/2 
FACE FASTENERS AND (4) 10d 1-1/2 SIDE FASTENERS

2x6 LEDGER W/(2) SIMPSON SDWS TIMBER SCREWS 
0.22 x 5 SDWS22500DB (OR EQUAL) AT EACH STUD

2x6 RIM PLATE W/ (2) SIMPSON 
SDWS TIMBER SCREWS 0.22 X 5 

SDWS22500DB (OR EQUAL) AT 
EACH JOIST

2x6 JOIST

2x4 FRAME, TOE NAIL TO RIM 
PLATE WITH (3) 10d NAILS

SIMPSON LUS26 JOIST HANGER W/ (6) 10d x 1 - 1/2 
FACE FASTENERS AND (4) 10d 1-1/2 SIDE FASTENERS

2x6 LEDGER W/(2) SIMPSON SDWS TIMBER SCREWS 
0.22 x 5 SDWS22500DB (OR EQUAL) AT EACH STUD

2x12 LEDGER WITH (3) SIMPSON SDWS 
TIMBER SCREWS 0.22 x 5 SDWS22500DB 
(OR EQUAL)

SIMPSON LUS210 JOIST HANGER 
W/(8) 10d x 1-1/2 FACE FASTENERS 
AND (6) 10d x 1-1/2" SIDE FASTENERS

2x12 ROOF JOIST

2x6 STUD WALL AT 16" O.C.
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ISSUES & REVISIONS
# DATE DESCRIPTION
1 9/1/2022 STRUCTURAL REVIEW

2 9/21/2022 MARKUPS

3 9/29/2022 MARKUPS

4 10/21/2022 MARKUPS

SCALE: 3/8" = 1'-0"
1 SECTION

SCALE: 1" = 1'-0"
4 BALCONY FLOOR JOISTS

SCALE: 1" = 1'-0"
2 PARAPET LEFT

SCALE: 1" = 1'-0"
3 PARAPET RIGHT

SCALE: 1" = 1'-0"
5 BALCONY FLOOR JOISTS
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PLACE INSIDE CORNER BAR IF 
INSIDE HORIZ. BARS DO NOT 
EXTEND A MINIMUM OF Ld INTO 
JOINT AREA

OUTSIDE CORNER BARS 
SAME SIZE AND 
SPACING AS HORIZ. 
REINFORCING

CORNER PLAN

BAR SIZE Lh Ld Ls

3 6" 14" 18"

4 8" 19" 25"

5 10" 23" 30"

6 12" 28" 37"

7 14" 42" 54"

8 16" 48" 62"

Ls

L
s

L
h

Lh

STANDARD 4" SLAB

4
"

4
"

1
 3

/4
" 

T
Y

P2" DEEP SAW CUT. CUT WITHIN 8 HOURS 
OF POURING SLAB. FILL WITH JOINT 
SEALER FLUSH WITH FINISH FLOOR.

4" CONCRETE SLAB WITH 
#4 AT 12" O.C. EACH WAY

6 MIL POLYETHYLENE VAPOR BARRIER 
BENEATH BASEMENT SLAB ONLY

1/2" TO 3/4" CLEAN, 
GRADED GRAVEL

REF  PLAN
F.F. ELEV.

#4 BARS AT 24" O.C.

SEE DETAIL 2/S40 FOR 
SLAB REINFORCEMENT

1
' -

 0
"0

' -
 4

"

1' - 0"
(2) 2 #4 CONT.

PRESSURE TREATED WOOD 
FASTENED TO SLAB W/ RAMSET 
NAILS (OR EQUAL) AT 24" O.C.

TYPICAL INTERIOR 
BEARING WALL 
CONSTRUCTION 1/2" 
G.W.B. EACH SIDE 2x 
STUDS AT 16" O.C. (U.N.O.)

6 MIL POLYETHYLENE 
VAPOR BARRIER

(2) #4'S TOP AND BOTTOM

FOAM SILL GASKET

0
' -

 6
"

VINYL FLASHING

4" CONCRETE SLAB WITH 
#4 BARS AT 12" O.C.

1' - 0"

1
' -

 0
" 0
' -

 6
"

2X6 WALL

2x6 PT PLATE

FASTEN MASA ANCHOR TO 
EVERY DOUBLE 2x6 STUDS 
(9) 0.148 x 1 1/2" NAILS

SIMPSON MAZA ANCHOR AT 
EACH STUD PANEL JOINT

4" VERT AT 24" O.C. W/ 24" 
FIELD BENT INTO SLAB

2" E.P.S.

6 MIL POLYETHYLENE 
VAPOR BARRIER

4" THICK - 1/2" TO 3/4" CLEAN 
COMPACTED GRAVEL

FINISHED GRADE

0
' -

 2
"

2X6 SILL PLATE WALL
(3) 2x8 BEAM

(2) ROWS OF 10d NAILS 
AT 6" O.C. BOTH SIDES

GRADE

SIMPSON STRONGTIE CBSQ66-SDS2HDG 
W/(14) 1/4 x 2 SDS FASTENERS

CONTRACTOR MAY ELECT TO 
INSTALL BELL BOTTOM PIER 
PER THIS DETAIL

MIN 36"
BELOW GRADE

M
IN

.

0
' -

 8
"

MIN.

1' - 0"

PER PLAN

2X6 SILL PLATE WALL

(3) 2x8 BEAM

(2) ROWS OF 10d NAILS 
AT 6" O.C. BOTH SIDES

GRADE

SIMPSON STRONGTIE CBSQ66-SDS2HDG 
W/(14) 1/4 x 2 SDS FASTENERS

(3) 2x8 BEAM

0
' -

 2
"

PER PLAN

MIN 36"
BELOW GRADE

5

S40

2X6 SILL PLATE WALL

(3) 2x8 BEAM

(2) ROWS OF 10d NAILS 
AT 6" O.C. BOTH SIDES

SIMPSON STRONGTIE CBSQ66-SDS2HDG 
W/(14) 1/4 x 2 SDS FASTENERS

(3) 2x8 BEAM

0
' -

 2
"

GRADE

2X6 SILL PLATE WALL

EXTERIOR WOOD PANEL

2x6 STUD WALL

CONTRACTOR MAY ELECT 
TO INSTALL BELL BOTTOM 
PIER PER THIS DETAIL

MIN 36"
BELOW GRADEPER PLAN

M
IN

.

0
' -

 8
"

MIN.

1' - 0"

7B

S40

2X6 SILL PLATE WALL

(3) 2x8 BEAM

(2) ROWS OF 10d NAILS 
AT 6" O.C. BOTH SIDES

GRADE

SIMPSON STRONGTIE CBSQ66-SDS2HDG 
W/(14) 1/4 x 2 SDS FASTENERS

0
' -

 2
"

PER PLAN

CONTRACTOR MAY ELECT TO INSTALL 
BELL BOTTOM PIER PER THIS DETAIL

M
IN

.

0
' -

 8
"

MIN.

1' - 0"

MIN 36"
BELOW GRADE
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SCALE: 3/4" = 1'-0"
3 TYP WALL AND GRADE BEAM DETAILS

SCALE: 3/4" = 1'-0"
2 STANDARD SLAB DETAILS

SCALE: 1" = 1'-0"
1 INTERIOR BEARING WALL

SCALE: 1" = 1'-0"
4 TYPICAL EXTERIOR FOOTING

ISSUES & REVISIONS
# DATE DESCRIPTION
1 9/1/2022 STRUCTURAL REVIEW

2 9/21/2022 MARKUPS

3 9/29/2022 MARKUPS

4 10/21/2022 MARKUPS

SCALE: 1" = 1'-0"
6 ENTRY CARPORT PIER

SCALE: 1" = 1'-0"
5 CORNER CARPORT PIER

SCALE: 1" = 1'-0"
7B SECTION 7B

SCALE: 1" = 1'-0"
7A SECTION 7A
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